Spazzola lineare con filamenti
in polipropilene nero. Corpo in
acciaio zincato oppure acciaio
inox. Con integrata aletta
trasversale di fissaggio forata.
Disponibile in barre di 2 e 3 metri

Linear brush with bristles in
black propylene. Head in
galvanized or stainless steel
with drilled built-in fixing cross-
wing. It is available in bars of 2
and 3 meters length.

Brosse linéaire avec filaments
de propyléne noir. Base en
acier zingué ou en acier inox,
avec ailette transversale de
fixation percée intégrée. Dispo-
nible en barres de 2 et 3 métres.
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install it yourself

Cepillo lineal con fibras de
propileno negro. Cabeza de
acero cincado o de acero inox
mm. Aleta transversal de fijacion
horadada integrada. Disponible
e barras de 2 0 3 metros.
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DG4330 ® 2000 | 15 6,0 20 2050x115x100
4 DG4340 ° 2000 | 20 6,5 20 2050x115x100
DG4350 ° 2000 | 25 6,5 20 2050x115x100
DG4360 ® 2000 | 32 7.0 20 2050x115x100
DG4370 ° 2000 | 38 7.9 20 2050x115x100
DG4380 L] 2000 | 50 8,0 20 2050x115x100
DG4390 ° 2000 | 60 8,5 20 2050x115x100
DG4400 e | 2000 |15 6,0 20 2050x115x100
DG4410 e (2000 |20 6,5 20 2050x115x100
DG4420 e | 2000 |25 6,5 20 2050x115x100
DG4430 e | 2000 | 32 7,0 20 2050x115x100
DG4440 e (2000 | 38 7.5 20 2050x115x100
DG4450 e | 2000 |50 8,0 20 2050x115x100
DG4460 e | 2000 |60 8,9 20 2050x115x100
DG4470 ° 3000 | 15 9,0 20 3050x115x100
DG4480 ° 3000 | 20 95 20 3050x115x100
DG4490 ° 3000 | 25 10,0 20 3050x115x100
DG4500 ° 3000 | 32 10,5 20 3050x115x100
DG4510 ° 3000 | 38 11,0 20 3050x115x100
DG4520 ) 3000 | 50 12,0 20 3050x115x100
DG4530 ° 3000 | 60 13,0 20 3050x115x100
DG4540 e (3000 |15 9,0 20 3050x115x100
DG4550 e (3000 |20 o5 20 3050x115x100
DG4560 e | 3000 |25 10,0 20 3050x115x100
DG4570 e | 3000 |32 10,5 20 3050x115x100
DG4580 e | 3000 | 38 11,0 20 3050x115x100
DG4590 e | 3000 |50 12,0 20 3050x115x100
DG4600 e | 3000 |60 13,0 20 3050x115x100






